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DATA SHEET  
SYSTEM PANELS

Standards:		  Monitoring:
DIN EN 13163		 1. In-house monitoring
DIN EN 1264		  2. FIW, Munich
Z-23.15-1479		      (DIN EN 13163)

Configuration:
  II  Plastic film, black, deep-drawn
  II  Profiled panel EPS (DEO dh)  
        EPS-EN 13163-L3-W3-T2-S5-P3-
        BS200-CS(10)150-DS(N)5-DLT(2)5
        DOP: L1-04-077
        Article no. 3035789
  II  Pipe-holding pegs, foamed 
  II  Integrated diagonal installation

Accessories:

R50® door and connection element
Article no. 3028938

R50® connection profile
Article no. 3028937

R50® profiled panel system
Type EPS 150-22 (DEO dh)
Article no. 4018168

for duo-flex PE-Xa system heating pipe 12 mm
EPS thermal insulation
HBCD-free 

Status 05/20_Subject to technical modifications!

  TECHNICAL DATA 

Packaging unit
22.99 m2/pack 

(19 panels)

Net panel size
843 x 1,443 mm

1.21 m²

Panel thickness 
with pegs dN

22 mm

Thermal conductivity λD 0.034 W/mK

Thermal resistance RD 0.51 m2 K/W

Max. compressive stress 
at 10% compression  
(DIN EN 13163)

150 kPa

Fire behaviour RtF E (EN 13501-1)

Building material class 
acc. to DIN 4102-1

B 2
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DATA SHEET  
SYSTEM PANELS

Standards:		  Monitoring:
DIN EN 13163		 1. In-house monitoring
DIN EN 1264		  2. FIW, Munich
Z-23.15-1479		      (DIN EN 13163)

Configuration:
  II  Plastic film, black, deep-drawn
  II  Profiled panel EPS (DEO dh)  
        EPS-EN 13163-L3-W3-T2-S5-P3-
        BS200-CS(10)150-DS(N)5-DLT(2)5
        DOP: L1-04-077
        Article no. 3064025
  II  Pipe-holding pegs, foamed 
  II  Integrated diagonal installation

Accessories:

R50® door and connection element
Article no. 3028938

R50® connection profile
Article no. 3028937

R50® profiled panel system
Type EPS 150-31 (DEO dh)
Article no. 4030523

for duo-flex PE-Xa system heating pipe 12 mm
EPS thermal insulation
HBCD-free

Status 05/20_Subject to technical modifications!

  TECHNICAL DATA 

Packaging unit
16.93 m2/pack 

(14 panels)

Net panel size
843 x 1,443 mm

1.21 m²

Panel thickness 
with pegs dN

31 mm

Thermal conductivity λD 0.034 W/mK

Thermal resistance RD 0.77 m2 K/W

Max. compressive stress 
at 10% compression acc. 
to DIN EN 13163

150 kPa

Fire behaviour RtF E (EN 13501-1)

Building material class 
acc. to DIN 4102-1

B 2
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DATA SHEET  
SYSTEM PANELS

Standards:		  Monitoring:
DIN EN 13163		 1. In-house monitoring
DIN EN 1264		  2. FIW, Munich
Z-23.15-1479		      (DIN EN 13163)

Configuration:
   II   Plastic film, black, deep-drawn
   II   Profiled panel EPS:  
        EPS-EN 13163-L3-W3-TC(0)-S5-P3-
        BS50-DS(N)5-SD50-CP2
        DOP: L1-06-030
        Article no. 3026784
   II   Walkable, foamed pipe-holder lobes 
   II   Integrated diagonal installation

Accessories:

R50® door and connection element
Article no. 3028938

R50® connection profile
Article no. 3028937

R50® profiled panel system
Type EPS-T 32-2 (DES sg)
Article no. 4012525

for duo-flex PE-Xa system heating pipe 12 mm
EPS-T thermal and impact sound insulation 
HBCD-free

Status 05/20_Subject to technical modifications!

  TECHNICAL DATA 

Packaging unit
15.73 m2/pack 

(13 panels)

Net panel size
843 x 1,443 mm

1.21 m²
Panel thickness dL-c 
with lobes 

30 mm

Thermal conductivity λD
     Impact sound λD1
      Lobes λD2

0.039 W/mK
0.034 W/mK

Thermal resistance RD 0.77 m2 K/W

Max. load capacity 
acc. to DIN EN 13163

5 kPa

Dynamic stiffness SD 50

Impact sound 
reduction ∆Lw,R where  
m´=120 kg/m2 acc. to    
DIN 4109-34: 2016-07

24 dB

Fire behaviour RtF E (EN 13501-1)

Building material class 
acc. to DIN 4102-1

B 2
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